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Analog Shore hardness testers

Shore C Hardness Tester

ASH100C

Shore A Hardness Tester

ASH100A

Model ASH100A

Range 0-100HA
Measurement range 10-90HA
Indenter SR0.1mm
Stroke 2.5mm
Display type Dial
Display dimensions 57mm
Display resolution 1
N° of pointers 2, peak hold
Operation temperature 0~40°C
Weight 150g
Dimensions 60x25x115mm

Application
 > Soft rubber, elastomers, natural rubber, neoprene, resin, polyester, 
soft PVC, leather, etc.

Reference Standard
 > ISO 7619, ASTM D2240, JIS K7215

Optional accessories
Code Accessories
SHS-A-AC Test stand

Model ASH100C

Range 0-100HC
Measurement range 10-90HC
Indenter SR2.5mm
Stroke 2.5mm
Display type Dial
Display dimensions 57mm
Display resolution 1
N° of pointers 2, peak hold
Operation temperature 0~40°C
Weight 150g
Dimensions 60x25x115mm

Application
 > Plastics and middle-hard rubber

Reference Standard
 > ISO 7619, ASTM D2240, JIS K7215

Optional accessories
Code Accessories
SHS-A-AC Test stand

Shore O Hardness Tester
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Analog Shore hardness testers

Shore O Hardness Tester

ASH100O

Shore D Hardness Tester

ASH100D

Model ASH100D

Range 0-100HD
Measurement range 10-90HD
Indenter SR0.1mm
Stroke 2.5mm
Display type Dial
Display dimensions 57mm
Display resolution 1
N° of pointers 2, peak hold
Operation temperature 0~40°C
Weight 150g
Dimensions 60x25x115mm

Application
 > Fibre Plastics, hard rubber, hard plastic, plexiglas, thermo plastics, 
formica, rubber rollers, vinyl-plate, cellulose acetate, etc

Reference Standard
 > ISO 7619, ASTM D2240, JIS K7215

Optional accessories
Code Accessories
SHS-A-D Test stand

Model ASH100O

Range 0-100HO
Measurement range 10-90HO
Indenter SR2.5mm
Stroke 2.5mm
Display type Dial
Display dimensions 57mm
Display resolution 1
N° of pointers 2, peak hold
Operation temperature 0~40°C
Weight 150g
Dimensions 60x25x115mm

Application
 > Soft elastic materials, rubber rollers, textile fabrics, nylon, rayon, etc.

Reference Standard
 > ISO 7619, ASTM D2240, JIS K7215

Shore O Hardness Tester
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