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Environmental chambers

Model ETT100-1 ETT100-2
Temperature range °C −70 to 350
Air circulation method - Centrifugal blower

Temperture accuracy °C −70 to 200:≤±2
200 to 350:≤±3

Temperature fluctuation °C ≤±2
Temperature uniformity °C ≤2
Temperature control meter accuracy - Class 0.2
Heating time °C/min ≥5
Cooling time °C/min ≥2
Cooling method - Liquid nitrogen
Heat insulating material - Aluminum silicate wool
Heating power kW 2
Liquid nitrogen heating power consumption kW 0.03
Inner dimensions mm 240x200x600 320x300x600
Outside dimensions with nitrogen cylinder mm 1260x360x760 1350x470x830
Dimensions with machine mm 2300x730x1500 2500x780x1800
Power supply V-Hz-ph 400-50/60-3 400-50/60-3

Environmental chamber for ETM series.

>> Temperature range from -70°C to 350°C using liquid 
nitrogen cooling system. 

>> ETT100-1 is designed for ETM 10, ETM 20 and ETM 50. 
>> ETT100-2 is designed for ETM 100, ETM 200 and ETM 600. 

Included accessories

Bracket

Liquid nitrogen 
cylinder

Capacity: 15.2 liter

Working pressure: <0.1MPa

Outside diameter: 355mm

Height: 600mm

Empty weight: 8.6kg

Nitrogen effective days:
126~157 days
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