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We reserve the right to make changes without notice 426

Environmental chambers

Environmental chamber for ETM 
series.

>> Temperature range from -40°C to 150°C and 
-40°C to 350°C using compressor cooling 
system. 

>> ETT300A-1 and ETT300B-1 are designed for ETM 
10, ETM 20 and ETM 50. 

>> ETT300A-1 and ETT300B-1 are designed for ETM 
100, ETM 200 and ETM 600. 

ETT300

Model ETT300A-1 ETT300A-2 ETT300B-1 ETT300B-2
Temperature range °C −70 to 150 −70 to 350
Air circulation method - Centrifugal blower

Temperture accuracy °C ≤±2 −70 to 200≤±2
200 to 300≤±3

Temperature fluctuation °C ≤±2
Temperature uniformity °C ≤2
Temperature control meter accuracy - Class 0.2
Heating time °C/min ≥5
Cooling time °C/min ≥2
Cooling method - Compressor
Heat insulating material - Ammonia polyester bubbled
Heating power kW 2
Pull rod hole diameter mm 48
Cooling power consumption kW 2
Inner dimensions mm 240x200x600 320x300x600 240x200x600 320x300x600
Dimensions with machine mm 2200x720x1000
Power supply V-Hz-ph 400-50/60-3

Included accessories

Bracket

Pt100 temperature sensors 

Temperature controller
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