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echoCAM-T

Microscope Cameras

Model T-I T-II

Sensor type CMOS 1/2.5” Micron MT9P031 CMOS 1/2.8” Sony IMX291
Color/Monochrome Color Color
Pixel size (μm) 2.2x2.2 2.8x2.8
Scan mode Progressive Progressive
Image processor Built-in ISP Built-in ISP

Preview resolution
3264x1836 3264x1836
1920x1080 1920x1080

Capture resolution
3264x1836 3264x1836
1920x1080 1920x1080

Filter RGB RGB

Frame rate
15fps@SD 30fps@SD
15fps@HDMI 30fps@HDMI

Color Depth 24bit 24bit
A/D conversion 8 bit 8 bit
Sensitivity 1V/lux-sec 510mV/lux-sec
Capture SD card 8G SD card 8G
Exposure control Manual/Auto Manual/Auto
Integration time(s) 1 ms-10 s 1 ms-10 s
White balance Manual/Auto Manual/Auto

Setting

Gain Gain
Gamma Gamma
Saturation Saturation
Contrast Contrast

Noise reduction 3D 3D
Operating temperature 0-60°C 0-60°C
Operating humidity 45-85% 45-85%
Storage temperature −20°C to 70°C −20°C to 70°C
Software included echoIMAGE-IS Capture echoIMAGE-IS Capture
Operating system Windows XP, Windows Vista, Windows 7, Windows 8, Windows 10, iOS Windows XP, Windows Vista, Windows 7, Windows 8, Windows 10, iOS
Optical port C-Mount C-Mount
Data interface USB2.0,SD card,HDMI USB2.0,SD card,HDMI
Dimensions 50x50x65mm 50x50x65mm
Weight 1kg 1kg
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